Installation of the 3Com Impact IQ TA at 230400



Windows 95



1)Install the LavaPort as specified in the Manual provided.
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2) Install the 3Com Impact IQ software and configure the SPIDs appropriately.
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3)Create a Direct to the LavaPort connection using HyperTerminal.



The first window will either prompt you to add a modem if you have not already added a modem or it wll prompt you for the properties for the modem. If it prompts you for a connection description go to step B of this part of the installation



A)  If it prompts you to add a modem then Check the box that says that you will Select it from a list 
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and click Click Have Disk
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then browse to where you have the 3com Impact IQ software installed.  
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Select the 3Com Impact IQ 230K modem and Click Next.
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Select the Port you wish to install the 3Com Impact IQ on and click Next.
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At this point the modem will be installed on the LavaPort with a setting for 230400.  Click Finish to complete the Installation.  Remember to configure the modem to 115200 or less by clicking prporties and then select the maximum bps of 115200 or less.
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B)The first window will prompt you for a name for the Connection.
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The next window will prompt you for the Com port properties. Change the bps to 115200 or less and click OK.

�



















































4)You now have a connection directly to the LavaPort and 3Com Impact IQ TA.  We can now send the command to set the 3Com to a fixed rate of 230400.  The command is as follows:

AT$B230400<return>
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Following that command some strange characters will appear and HyperTerminal will not respond.  This is normal.  This occurs because we have set the 3Com Impact IQ to a fixed rate of 230400.  What is necessary is to first disconnect from HyperTerminal by clicking the Phone with the receiver up,
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Configure the port to 230400 by Entering the File Properties menu and clicking the Configure button.
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Select the maximum bps for 230400 and click OK twice.
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4)At this point we must connect again with the 230400 setting by clicking the button with the receiver down.
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5)At this point we can ensure that the 3Com Impact IQ is set for a fixed rate of 230400 by sending the following command.

AT \S<return>
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Now that the 3Com Impact IQ is set for 230400 we can save that setting within its internal memory with the following command:

AT &W<return>
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6)At this point we can either add a new connection using Dial Up Networking or Install the modem for the 3Com Impact IQ 230 k settings using Control Panel Modems.  If a new modem needs to be installed follow the steps outlined in Part A of  Step 2 otherwise go on to Step 7.





















7)We can now create a connection at 230400 from My Computer Dial Up Networking. 

The first window will prompt you for a connection name and a button to configure the 3Com Impact IQ TA.  Click Configure.
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Set the maximum bps to 230400 and click OK then Next.
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The next window will prompt you for a connection phone number.  Enter that phone number and click Next.
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At this point you have completed the setup of your Dial Up Networking Connection.  Click Finish and you will be ready to connect to your provider with a maximum Serial bps of 230400
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